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RECOMMENDED PCB LAYOUT
SPECIFICATIONS:
Material: . . Series  [POSITION A B C D B
Insulator: Glass filled thermoplastic polyester, rated UL 94V-0 24 1.20 [30.48] | 1.10 [27.94]
Insulator color: Black 28 1.40 ﬁuu.mg 1.30 ﬁuu.omg
m_ﬁwswamwmn__m:ﬁmmoo o 32 | 1.60 [40.64] | 1.50 [38.10]
_u_mﬂ.:@“ v PP 36 1.80 [45.72] | 1.70 [43.18] | 00 | oo
Gold over Nickel underplate on Inner contacts, ICM—6XX 40 2.00 [50.80] | 1.90 [48.26] [17.78]|[15.24]
Tin over Copper underplate on outer sleeve 42 | 2.10 [53.34] | 2.00 [50.80]
Electrical : 48 2.40 [60.96] | 2.30 [58.42] —
Current rating: 3amps/contact max. 50 2.50 [63.50] | 2.40 [60.96]
Current resistance: < 4mQ / contact 52 2.60 [66.04] | 2.50 [63.50]
Insulation resistance : =10,000MQ at 500 VAC
Rated voltage : 100 VRMS 150vDC UNLESS OTHERWISE SPECIFIED
Mechanical : 9 / ALL DIMENSIONS ARE INCHES [MM] bb bg Mlm OI
Operating temperature : Gold plated : =55°C to + 125°C TOLERANCES: EXCEPT AS NOTED 909 Rahway Avenue, Union, NJ 07083
(Continuous) Tin plated : —40°C to + 105°C X *.10 X +.10 Phone: 908-687-5000 Fax: 908-687-5710 A
Average insertion force : < 250g oo H.wmm mmmx H.%w —
With steel pin of 2.017 [0.43mm] rons 1 oue SCREW MACHINE IC SOCKET
Average withdrawal force : > 50g 600" ROW SPACING
With steel pin of 2.017 [0.43mm] DRAWN Ss 3/30/05 :
Mechanical life : min. 200 CHEGKED SIZE JPART NO. REV.
Environmental: X ICM-6XX-1-GT C
Lead free, RoHS compliant. APPROVED REF:  S00007T | scae: NTS ] SHEET 1 OF {
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